
Linear & Profile Series

Quadratus Recessed

CodeModel Power

CRI 80

3000K 4000K 6500K Dimensions2700K

CRI 90

3000K 4000K2700K

VTL.QDT.030.R

Quadratus
Recessed

VTL.QDT.060.R

VTL.QDT.080.R

VTL.QDT.100.R

22 W 2039 2101 22291980 1815 18701762 300x300x100 mm

90 W 8343 8593 9117 600x600x100 mm8100 7425 76487209

160 W 14832 15277 16207 800x800x100 mm14400 13200 1359612816

250 W 23175 23870 25324 1000x1000x100 mm22500 20626 2124520025

• Aluminium profile body
• Mains voltage 220-240V / 50-60Hz
• Emergency kit system can be integrated
• Different body color options
• Long life up to 50,000 hours
• 1-10V, DALI dimming  and Tunable White, RGBW options are available
• Extra efficient diffuser for homogeneous light emission
• Microprismatic PMMA & Opal diffuser options
• Manufacturing in desired dimensions
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Quadra

CodeModel Power

CRI 80

3000K 4000K 6500K Dimensions2700K

CRI 90

3000K 4000K2700K

VTL.QDR.060 58 W 5496 5661 60065336 4892 50384749

Quadra

600x600x92 mm

VTL.QDR.100 96 W 9097 9370 9940 1000x1000x92 mm8832 8096 83397860

VTL.QDR.200 144 W 13645 14055 14911 2000x10 00x92 mm13248 12144 1250911791

• Aluminium profile body
• Mains voltage 220-240V / 50-60Hz
• Emergency kit system can be integrated
• Different body color options
• Long life up to 50,000 hours
• 1-10V, DALI dimming  and Tunable White, RGBW options are available
• Extra efficient diffuser for homogeneous light emission
• Microprismatic PMMA & Opal diffuser options
• Manufacturing in desired dimensions

Technical Data Sheet
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